
Use it right out of the box! 
Powerful, high-quality vocal effects

Huge variety — from beautiful 
harmonies to wild special effects!

It’s easy! Choose presets by 
simply turning a knob

Includes our popular Phrase Loop 
function!

It has arrived!

An effects unit 

specifically made 

for vocals
For all vocalists! All-in-one design with 

high-quality vocal effects
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A gold mine of vocal effects 
in a single unit!
From high-quality reverbs and delay 
to pitch correction,dynamic effects, 
distortion, and special effects to its 
auto layering and harmony functions, 
the VE-20 is packed with the top 
effects that vocalists crave. This is 
truly an all-in-one system that can 
run on batteries or an optional 
AC adaptor (PSA).

Take your voice to 
a new level with ease!
The VE-20 is powerful yet incredibly 
easy to use. Simply dial up your 
favorite setting and sing — 
no programming required. It’s easy 
enough for first-timers, but if you 
want to roll up your sleeves and 
create, a variety of editing tools are 
onboard. There are 50 user-memory 
locations to save your settings. 

Phrase Loop
Sing, record, loop, and overdub 
with the onboard Phrase Looper, 
derived from BOSS's popular 
RE-20XL Loop Station. You get 
38 seconds of mono record time 
to loop and layer phrases, and you 
can do it all in realtime onstage. 
From doo-wop to human-beatbox, 
this tool will wow audiences!

<Specifications>  ●Nominal Input Level INPUT: –40 dBu (MicSens = 40) ●Input Impedance INPUT: 4 kΩ ●Nominal Output Level OUTPUT: –40 dBu, PHONES/LINE: –25 dBu ●Output Impedance OUTPUT: 600 Ω, 
PHONES/LINE: 66 Ω ●Sound 30 (Preset) + 50 (User) ●Phrase Loop Mono 38 sec ●Display 16 characters, 2 lines (backlit LCD) ●Connectors INPUT jack (XLR type / 1/4 inch TRS phone type), OUTPUT L/MONO jack (XLR 
type), OUTPUT R jack (XLR type), PHONES/LINE jack (Stereo 1/4 inch phone type), DC IN jack (DC 9 V) ●Power Supply Dry battery LR6/R6 (AA) type x 6, AC Adaptor (PSA series) *Duration of continuous use with battery 
operation: Carbon: 2 hours, Alkaline: 8 hours These figures will vary depending on the actual conditions of use. ●Current Draw 190 mA (9 V max.) ●Dimensions mm: 173 (W) x 158 (D) x 57 (H), inches: 6-13/16 (W) x 6-1/4 
(D) x 2-1/4 (H) ●Weight 1.1 kg / 2 lbs 7 oz (including batteries) ●Accessories Owner’s Manual, Dry battery LR6 (AA) type (alkaline) x 6                                                                                                        *0 dBu = 0.775 Vrms 

Create unique vocal expressions and effects with simple operations.
There are 30 presets designed specifically for vocals. Simply turn the knob to choose the best effect for your song.


