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The PreSonus® StudioLive™ 32.4.2AI 
is a 32-channel (32x4x2) digital 
mixer that is designed for live events, 

live and studio recording, and corporate, 
institutional, and other installations. 

PreSonus Active Integration

PreSonus Active Integration products 
combine advanced DSP processing 
and networkability. In the StudioLive 
32.4.2AI, this is accomplished with the 
Texas Instruments OMAP-L138 proces-
sor, a 32-bit, up to 96 kHz processor 
that operates at 456 MHz and features 
integrated USB 2.0 and 100 Mb Ether-
net connections.

AI products can be directly, wirelessly 
remote controlled by iOS devices and 
OS X and Windows computers when 
connected to the same wireless router 
network. The StudioLive 32.4.2AI’s pro-
cessor runs a Linux kernel that allows 
support for the included USB wireless 
module and enables the included Ether-
net connection to connect directly to a 
standard LAN network.

The speed of the DSP also allows for 
extensive dynamics and effects process-
ing. The 32.4.2AI is capable of running 
54 highpass filters, 60 noise gates, 60 
compressors, 60 4-band parametric 
EQs, 60 limiters, 16 graphic EQs, 2 
reverbs, and 2 delays simultaneously.

Channel Input Features

Each channel features an XLR mic 
input and high-headroom Class A XMAX™ 
mic preamp, individually switched 48V 
phantom power, ¼” balanced line input, 
and insert point. Channel, subgroup, and 
main levels are set with 100 mm faders. 

Buses, Scenes, and Graphic EQ

The StudioLive 32.4.2AI has 14 aux 
buses, 4 subgroups, a talkback section 
with Class A XMAX™ preamp, extensive 
LED metering, mixer scene save and 
recall, eight Quick Scene buttons that 
save and recall scenes directly from the 
mixing surface, and channel-strip save/
recall/copy/paste. 

Eight dual-mono (16 total), 31-band, 
graphic EQs are available and are as-
signable in pairs to the subgroups, the 
aux sends, and the Main output bus. 

Networking and Communications

The mixer incorporates an option 
slot that ships with a 48x34 FireWire 
recording/playback interface and has 
two FireWire S800 (IEEE 1394b) ports. 
In addition to providing computer con-
nectivity, the ports permit pass-through 
for connecting a hard drive.

●● 32 mic/line channel inputs with  
100 mm faders, insert  
sends/returns, and direct outputs
●● 33 Class A XMAX™ solid-state mic  
preamplifiers (32 ch. + talkback)
●● 4 subgroups and 14 auxiliary buses
●● 4 stereo effects processors  
(2 reverbs, 2 delays)
●● Fat Channel processing on all channels 
and buses: highpass filter, 4-band fully 
parametric EQ, compressor, gate, and limiter
●● Two sets of Fat Channel EQ and dynamics 
settings with A/B comparison
●● Wireless and wired networking via 
Ethernet port; wireless networking via 
USB 2.0 control port with Wi-Fi LAN 
adapter (requires router)
●●  Optional I/O cards: Thunderbolt-FireWire 
S800-S/PDIF Out and Ethernet/Dante-
FireWire S800-S/PDIF Out
●● 48-in/34-out FireWire S800 recording 
interface (24-bit/44.1 kHz and 48 kHz)
●● Scene and individual settings store and 
recall, including 8 Quick Scenes
●● Four dual-mono, 31-band graphic EQs
●● Bundle for Mac® and Windows® includes 
Studio One® Artist DAW, Capture™  
recording software, Virtual  
StudioLive™-AI control software
●● Free StudioLive™ Remote-AI iPad® control 
software and QMix™-AI iPhone®/iPod® touch 
aux-control software

StudioLive™

32.4.2AI 
32-input live performance and 
recording digital mixer

text continued on page 5

An included Ethernet port on the 
option-slot card enables the mixer to 
be hardwire-networked to a desktop or 
laptop computer. The mixer can also be 
networked wirelessly by connecting a Wi-
Fi-equipped router directly to the Ethernet 
port or by using the mixer’s top-panel USB 
2.0 control port and included Wi-Fi LAN 
adapter to wirelessly connect to the router.  
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The StudioLive Software Library ships free with the StudioLive 34.4.2AI!

Capture™  2 Multitrack Recording

●●  Up to 66 x 66-track recording application
●● One-click recording (Record Now button)
●● Records at up to 32-bit, 96 kHz
●● Prerecord captures audio up to a minute before you press Record
●● Auto-Save at user-definable intervals
●● Automatic session and file recovery
●● Sessions store metadata, enabling automatic session naming
●● Soundcheck mode—virtually soundcheck using previously recorded material
●● Session Lock prevents accidental keyboard access
●● Essential editing (cut, copy, paste, etc.)
●● Big Meter mode turns your monitor into a gigantic meter bridge 
●● Stereo Playback mode—use Capture with any computer soundcard 
●● Peak LED-style meter bridge withclip indicators
●● Marker placement and recall

Virtual StudioLive-AI Remote Control

●● Remote control of all main StudioLive 32.4.2 mixer functions via FireWire-connected computer
●● Easy drag-and-drop workflow
●● Drag presets directly to channels
●● Drag parts of presets directly to components in the Fat Channel
●● Adjust the Fat Channel gate, compressor, and EQ and the graphic  
EQs and effects in a huge popup window
●● Quickly drop entire scenes to the mixer for instant recall of all channel,  
effects, and graphic EQ settings
●● Load effects quickly by simply dragging presets into the GUI
●● Integrates Smaart audio analysis and correction technology
●● Makes StudioLive as easy to use as Studio One
●● Use the mouse to quickly assign channels to multiple buses, mute, solo, etc.
●● Timestamp backups of the entire board

Studio One® Artist  2 DAW

●● Elegant single-window work environment
●● Powerful drag-and-drop functionality
●● Content browser with convenient sort options and preview player
●● Most intuitive MIDI-mapping system available
●● Unlimited audio tracks, MIDI tracks, virtual instruments, buses, and FX channels
●● Real-time audio time-stretching and resampling
●● Automatic delay compensation
●● Advanced automation
●● Instantly configures to PreSonus interfaces
●● Compatible with ASIO-, Windows Audio-, and Core Audio-compliant interfaces
●● 25 Native Effects™ 32-bit effects and virtual instrument plug-ins
●● 4+ GB of third-party software, loops, and instruments
●● Mac®- and Windows®-compatible

StudioLive Remote-AI

●●  Provides wireless control over any StudioLive 32.4.2AI digital mixer
●●  Overview displays levels, mutes, panning, EQ curves, and Fat  
Channel processing for multiple channels at once
●●  Aux view shows the levels, panning, and Fat Channel  
processing for the Aux sends and internal FX buses
●●  GEQ view lets you adjust the graphic EQs
●●  Control Talkback on/off, routing assignments, and Scene recall for hard-drive-based scenes
●●  Portrait view shows every parameter for a single channel
●●  Control any StudioLive 32.4.2AI mixer on the wireless network from one iPad
●●  Multiple iPads can control the same StudioLive 32.4.2AI
●● Set permissions in the StudioLive system menu so each iPad can  
control FOH (all functions) or aux mix only or access can be denied
●●  Free from the Apple App Store

QMix™-AI

●● Provides wireless control over aux mixes on any StudioLive 32.4.2AI  
digital mixer on the wireless network from an iPhone or iPod touch
●● Portrait view shows Wheel of Me, where you can select multiple “Me” channels  
and control their levels simultaneously
●● Landscape view provides control of all aux-send levels and panning (for linked auxes)
●● Aux mixes can be named (up to 10 characters)
●● Multiple iPhones and iPod touches can control the same StudioLive 32.4.2AI
●● Set permissions in the StudioLive system menu so each iPhone and iPod touch  
can control only one specific aux mix or access can be denied

●●  Free from the Apple App Store

StudioLive™

32.4.2AI
StudioLive™

32.4.2AI

Save

Undo

Save

Undo
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Save

Undo

StudioLive™

32.4.2AI

Using either wireless connection, the 
mixer can be directly controlled from a 
laptop or iPad®, and the aux mixes can 
be controlled from an iPhone® or iPod 
touch®; a FireWire connection to a com-
puter is not required.

Muting and Soloing

Every channel, subgroup, and aux 
bus has Solo and Mute buttons, and 
the four FX buses have Mute buttons. A 
Solo in Place button is provided, and 
the Cue bus is switchable between AFL 
and PFL. The Solo and Main bus, Tape 
Input, and Main Digital return can be 
monitored via the Control Room Out-
puts. Six Mute Groups are provided and 
include All On and All Off buttons.

All buttons on the mixing surface glow 
gently when inactive and brightly when 
selected for easy viewing in low-light 
conditions. The mixer also offers a 12 
VDC, BNC lamp socket.

Audio Outputs

Main outputs are on both XLR and 
balanced ¼” jacks, and a full-range 
XLR Mono output is provided. All Main 
Outputs can be used at the same time 
and are controlled by the Main bus fader. 
The levels for the XLR Mono output and 
the stereo XLR and TRS outputs can be 
adjusted using two volume pots on the 
back panel. The signal can be attenuated 
to -40 dB and boosted up to +10 dB. 

The Subgroup, Aux Send, and Control 
Room outputs are balanced ¼” jacks, as 
are the two stereo Aux returns. The stereo 
tape sends and returns use RCA jacks. 
Pre-insert, analog direct outputs are pro-
vided on DB25 connectors. A stereo coax 
S/PDIF digital output is included. 

Processing: Fat Channel and Effects

The StudioLive 32.4.2AI’s Fat  
Channel™ processing section offers a 
4-band fully parametric EQ with switch-
able shelving on the low and high bands, 
individual band on/off switches, and 
global EQ on/off; full-featured compres-
sor; limiter with variable threshold; and 
expander/gate with Key Listen and Key 
Filter on every channel, aux, and subgroup.  

StudioLive™

32.4.2AI

Save

Undo
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QMix-AI:  
   Wireless Aux- 
   Mix Control

With free 
PreSonus QMix™-
AI software, up to 
ten musicians can 
simultaneously control their StudioLive™ 
32.4.2AI monitor (aux) mixes using an 
iPhone® or iPod touch®. Each musician 
can control one of 14 different aux mixes 
or have control over all mixes.

When each iPhone connects to the 
new network, QMix-AI will discover 
all StudioLive AI-series mixers on the 
network. In this way, each musician can 
quickly and easily create an aux mix that 
includes all mixer channels. 

In the StudioLive 32.4.2AI system 
settings, you can set permissions so that 
each iPhone user can only control one 
specified aux mix (or all mixes) , and you 
can block access entirely. You can also 
name the aux mixes. 

On the Me page, the musicians select 
the mixer channels they want to instantly 
control in their personal monitor mix. 
With this done, the Wheel of Me, a virtual 
thumbwheel, adjusts the volume of the 

“Me” channels in relation to the rest of the 
monitor mix. You can have as much “Me” 
as you want: If you push “Me” levels past 
Unity Gain level, QMix-AI simply reduces 
the level of the other mix channels.

Unless permissions are set to Wheel 
Only, you can rotate the iPhone to Land-
scape view, which provides control of the 
aux-mix send level and pan position (for 
linked auxes) for each channel and aux. 
You can also set permissions to make 
you the designated onstage monitor-mix 
engineer, with access to all of the QMix-AI 
monitor mixes.

Two complete sets of EQ and dynamics-
processor settings can be saved for every 
channel and bus and can be A/B-com-
pared using the Alt button.

The Fat Channel also provides a high-
pass filter on each channel, aux, and 
effects bus. In addition, the Fat Channel 
provides panning, subgroup and main as-
signs; sends to each aux and effects bus; 
and phase reverse for each channel. The 
Fat Channel’s 16-segment, multipurpose 
LED meters offer 4 modes for visually 
monitoring the levels of all 24 inputs: 
post-gain and pre-dynamics and fader; 
post-dynamics and fader; the amount of 
gain reduction; or the fader settings for 
a saved scene. These meters can also 
be used to display the output volume of 
each of the 14 aux sends and four FX 
buses, as well as displaying the boost/cut 
for each band of the graphic EQ. 

Channels can be linked in stereo as 
odd-even pairs (Ch. 1-2, 3-4, etc.), and 
a horizontal LED Pan meter displays the 
pan position for the selected channel or 
linked channels. The Fat Channel can 
be inserted anywhere there is a blue 
Select button; when a Select button is 
fully lighted, the Fat Channel is active 
on that channel, aux, etc.

Delay and reverb are delivered by 
four stereo, 32-bit floating-point effects 
processors—two for delay and two for 
reverb—that are assigned to dedicated 
effects buses and come with 50 user-
editable factory presets and 49 empty 
locations for user-created presets. An 
LCD display gives access to the effects 
parameters, graphic EQ, scene store/
recall, channel strip store/recall, and 
system settings.

Metering and Power

In addition to the multifunction me-
ters in the Fat Channel, the StudioLive 
32.4.2AI has a main metering section 
featuring 15-segment LED meters 
that display the levels of the currently 
selected channel or bus, the four sub-
groups, and the left and right channels 
of the Main bus. This section features 
the same metering modes as the Fat 
Channel: pre-dynamics and fader, post-
dynamics and fader, the amount of gain 
reduction applied to each subgroup and 
the Main bus, or the fader settings for a 
saved Scene. In addition, the main meter 
section offers a dedicated Gain Reduction 
meter for the currently selected channel.

The StudioLive 32.4.2AI operates on 
100-240 VAC and employs a standard 
IEC power connector.

Bundled Recording and Remote- 
   Control/Editor/Librarian Software

Bundled software includes PreSonus’ 
Capture™ multitrack audio-recording ap-
plication (primarily intended for recording 
live events), PreSonus Studio One® Artist 
digital audio workstation (for audio and 
MIDI production), and PreSonus Virtual 
StudioLive™-AI bidirectional mixer-control 
application, which provides editor/librarian 
features and enables real-time adjustment 
of the most commonly used mixer settings. 
VSL-AI incorporates Smaart Measurement 
Technology™, which provides advanced 
audio analysis, feedback suppression, and 
sound-system optimization functions.

SL Remote-AI: iPad Remote Control

The StudioLive 32.4.2AI can be 
wirelessly controlled from an Apple 
iPad® using PreSonus StudioLive 
Remote-AI, and any aux bus can be 
wirelessly controlled from an iPhone® or 
iPod® Touch using PreSonus QMix™-AI. 

StudioLive Remote-AI for iPad, 
available free from the Apple App Store, 
provides direct wireless control over 
the StudioLive 32.4.2AI digital mixer. 

StudioLive Remote-AI’s Overview 
displays the parameters for multiple 
channels at once. Tap for a close-up 
view of Fat Channel processing, and 
navigate between the gate, compressor, 
EQ, and so on with the flick of a finger-
tip. Control talkback on/off and routing 
assignments, as well as scene recall.

The Aux view shows the levels, pan-
ning, and Fat Channel processing for 
the Aux sends and internal FX buses, 
while the GEQ view lets you adjust the 
graphic EQ. 

Hold the iPad in Portrait position to 
see every parameter for a single chan-
nel. StudioLive Remote-AI can control 
any StudioLive 32.4.2AI mixer on the 
wireless network, and multiple iPads can 
control the same StudioLive 32.4.2AI. 

In the StudioLive 32.4.2 system 
settings, you can set permissions so 
that users can control FOH, all auxes, 
or only one aux mix. You also can block 
access entirely. When Channel Rename 
is enabled, channels, auxes, and sub-
groups can be renamed remotely.

Smaart Measurement Technology™

Rational Acoustics’ Smaart Measure-
ment Technology™ is integrated into 
PreSonus’ Virtual StudioLive-AI remote-
control/editor/librarian software for 
StudioLive 32.4.2AI mixers. Smaart is a 
set of advanced audio-analysis tools for 
Mac® and Windows® that is designed for 
professional audio engineers. 

Working with Rational Acoustics, 
PreSonus has streamlined Smaart’s 
Response™ and Locator™ modules to make 
it easy to view a PA system’s frequency 
response, providing all information neces-
sary to adjust the sound system using the 
StudioLive’s parametric EQs. Smaart’s 
Spectra™ RTA and Spectrograph can be 
viewed on top of each output’s graphic 
EQ or parametric EQ and is also available 
on every channel’s parametric EQ so you 
can analyze a mix, easily spot troubling 
frequencies on a channel, or quickly ring 
out floor monitors. The implementation is 
accessible and intuitive, so that inexperi-
enced clients can make basic adjustments 
to the system, and experienced users can 
adjust the system quickly and precisely.

The Smaart Spectra Spectrograph

The Smaart Spectra Spectrograph 
shows level versus frequency versus 
time. It graphs a continuous series of 
spectrum measurements with frequency 
on one axis, time on another, and level 
indicated by colors. The display lets your 
view five seconds of spectral information 
so you can view long term trends in your 
mix or input channel.

When a frequency band in the 
spectrum is above the lower threshold, 
it shows up on the plot, starting with a 
dark blue color at lower levels, and tran-
sitioning through green, yellow, orange, 
and red with higher levels — eventually 
showing up as white if the level reaches 
or exceeds the upper threshold. This is 
particularly useful for quickly identifying 
feedback frequencies—a constant feed-
back tone stands out vividly as a vertical 
line—so that you can quash them with 
StudioLive graphic or parametric EQs.

Smaart System Check Wizards

Using three Smaart System Check 
Wizards and a pink-noise generator built 
into Virtual StudioLive-AI, StudioLive 
32.4.2AI users can easily view the 
frequency-response trace of a venue, 
calculate and set delay-system timing, 
and verify output connectivity. 

Smaart System  
   Delay Wizard

The Smaart Sys-
tem Delay (SSD) 
Wizard calculates 
and sets the correct 
amount of delay time between two full-
range speaker systems, using the  
StudioLive 32.4.2AI subgroup-output 
delays. This helps you to time-align the 
outputs of secondary (e.g., side and rear) 
speaker systems with the output of the 
main front speakers in a front-of-house 
PA system. You can time-align multiple 
secondary systems using this tool and the 
StudioLive mixer’s four subgroup outputs.

Smaart Output    
   Check Wizard

The Smaart Output Check (SOC) Wiz-
ard helps you to quickly verify that the 
StudioLive 32.4.2AI system outputs are 
routed correctly and are passing signal.

iPad Remote Control

At any step in any of the Wizards, 
simply click the Go Remote button 
and grab an iPad. StudioLive Remote-
AI (free from the Apple App Store) will 
launch at the same step in the Wizard 
process, and you can continue the 
Wizard wirelessly. Give your iPad FOH 
permission in Virtual StudioLive-AI, 
and you can launch the Smaart Wiz-
ards remotely.

To use these tools, you need to con-
nect a measurement microphone to 
the StudioLive mixer’s Talkback input. 
PreSonus offers the PRM1 precision 
measurement microphone for this 
purpose but any quality measurement 
microphone can be used.

Smaart Room Analysis Wizard

The Smaart 
Room Analysis 
(SRA) Wizard is an 
automated process 
that guides you 
through the steps 
of acquiring a 

frequency-response trace and then 
overlays the resulting trace on the 
parametric EQ so you can immediately 
make adjustments to remove unwant-
ed anomalies in the room. This 
measurement is calculated using 
Rational Acoustics’ 
transfer function, a 
set of proprietary 
algorithms that 
compare the signal 
from a measurement 
mic to computer-
generated pink noise.

The SRA Wizard offers two analysis 
types. Basic Analysis takes a single 
measurement of your system. When 
analysis is complete, the wizard will 
continue to output pink noise through 
your system while you EQ, allowing 
you to view the effects of your filters 
in real-time. Advanced Analysis takes 
three separate measurements, with 
the mic in different positions, and will 
generate a more accurate frequency-
response trace of your system by aver-
aging the measurements together. 

Since Smaart is integrated into Vir-
tual StudioLive-AI, the software recog-
nizes stereo-linked outputs and treats 
them accordingly.

StudioLive™

32.4.2AI
StudioLive™

32.4.2AI


